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3.6. Auto Power off 

Use v and ^ keys to select the wait time of Auto Power off. Select 
to the setting of 1, 3, 5, 10, 30 minutes or Disable. Follow by 
SCAN key to confirm. 

 
Figure 13: Auto Power Off 

 

3.7. Default Parameter 

The default settings will be restored whenever performing “User 
reset” operation, the “Comm. Device” parameter will not be 
changed by reset operation and the parameter tables are different 
according to different communication devices. 

Parameter Default 
Basic parameter 
LCD Contrast 8 
Beep Volume Loud 
Auto Power OFF 5 min. 
 
Barcode Set 
EAN/UPC Enable 
CODE 39 Enable 

         



18

Codabar Enable 

ITF 25 Enable

Code 128 Enable

Code 93 Enable

MSI Code Enable

RSS14 Disable 

RSS14 Expanded Disable 

RSS14 Limited Disable

User Reset

While TPC is powered off, press and hold SCAN key for more 

than 1.5 Sec. As soon as the green LED Lit-up, press FN key. 

Then, the user reset screen will appear. Press SCAN key to 

confirm reset. 
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Use Windows Task Generator 

Before use WinTaskGen for communication, power on TPC and 
press FN to enter the “Remote Screen”. Press ^ key to connect or 
disconnect with host, the green LED indicate the connect status. 
 

 
 
1. Click Communication Setting at the menu bar. 

 
 
 
2. A setting window pops up. Select the right Com Port that TPC 

is connected with. 
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3. Click Remote Device Setting. 

 

 
 

4. Another setting window pops up. In this window, you can 
remotely change TPC settings. Press OK to confirm. 

 
 
5. Click Upload Data. 

 
 
6. Press Connect to connect the PC with TPC. 
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7. Once connected, the numbers of Records and Fields inside 

the TPC are shown on the left top. If Upload & Delete Data is 
selected, those stored data will be deleted soon after 
uploading to a PC. Press Upload to start uploading. 

 
8. When uploading is completed, all data will be displayed in the 

main window, and Upload Finished pops up. 
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Maintenance 

This device provides reliable and efficient operation with minimum 
of care. Although a specific maintenance is not required, but as to 
prolong the operating life of the device, the following precautions 
needs to be ensured. 
 
6.1. Cleaning the Window and Housing 

Any visibly dirty, or scratch on the scan window will degrade 
reading performance, therefore do not use abrasive wipes or 
tissues on the window.  When the device is not operating, use a 
soft cloth or lens tissue and gently wipe the scanning window lens. 
 
Do not spread liquid or submerge into liquid in any circumstance.  
 
Never use solvents (e.g., acetone, benzene, ether, or any kind of 
phenol-based agents) on the housing or window, solvents may 
damage the housing finish or the window. 
 
6.2. Inspecting on Interface Cables 

Inspect regularly on the interface cables and its connectors, a 
badly worn or damaged cable or connecters may interference the 
devices operation.  Contact your distributor for information on 
cable replacement. 
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6.3.Battery 

The lifetime of rechargeable batteries would rely on the number of 
times the batteries are recharged. In general, we recommend 
charge the device at the end of each working day or when the 
scanner requires charging. 

 




